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Provent Catch Can Kit for NISSAN Patrol (2012-2016) 3.0L Y6l ZD30 DDTi 14 Diesel

KIT No: OS-PROV-32
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WARNING: Engine damage will occur if incorrectly connected. Please follow Installation Guide
For vehicles that have travelled over 80,000 kms we recommend an intake manifold clean !

Mann Provent 200 Catch Can Kit Install Guide

**** Will ONLY FIT if Crankcase is located at REAR of engine ****
STEP I: Ensure Engine is OFF and cool enough to work on.
STEP 2: Identify Install Area - passenger side of engine bay
STEP 3: Locate the OEM Bolts to fix Provent Bracket

STEP 4: Swivel Provent in to position with in it's plastic holder
- Clamp Drain Hose to Base of Provent unit
- Feed Drain Hose down through engine bay

- Ensure Drain Hose Tap is in CLOSED Position

Install Area
STEP 5: Use OEM bolts to fix Provent Bracket

- Bolt Provent unit onto bracket

STEP 2:

Identify OEM Bolts Bolt Provent;to:bracket

¥

To Fix{Provent Bracket Bracket bolted!in

STEP 3: STEP 4: STEP 5:
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STEP 7: Remove OEM Breather Hose between Crank Case & Air Intake. ! Erankcase B ._"‘
STEP 8: Fit the Long Hose from Provent’s Lower Outlet to the Air Inlet _ UUtlEt Lﬂ cated_'
- secure with hose clamps. 'y @ rear

STEP 9: Fit Short Hose from Provent’s Top Inlet to the Crank Case Outlet
- secure with hose clamps.
STEP 10: Use Cable-ties where necessary to prevent rubbing.

STEP II: You're Done!

NOTE: Once installed, you can easily remove the lid of the Provent
for serving and observational purposes.

To View the Install Slide Presentation:
SCAN QR-CODE on page 1

STEP 7:

From Air Intake

1R FromjCrankcase Outlet
-

T o,

To-Provent’ Lower:

ne

To Provent'Top, Inlet

— To Air Intake
%

STEP 9: STEP 10:
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