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Provent Dual Bracket Kit for Mitsubishi Pajero 3.2L 4M4l DI-D Turbo Diesel CRD 20I10-on
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WARNING: Engine damage will occur if incorrectly connected. Please follow Installation Guide
For vehicles that have travelled over 80,000 kms we recommend an intake manifold clean !

KIT No: 0OS-PROV-38
Provent Dual Bracket Kit - Fitting Instructions
For Mitsubishi Pajero 3.2L 4M41 DI-D Turbo Diesel CRD 2010-on.

STEP I: Ensure engine is OFF ! Cool to touch, then remove engine cover.
- Locate the Install Area.

STEP 2: Release Fuel Filter Bracket and slide off from bolts
- Place washers over bolts - slide over WF Bracket
- Return FF Bracket - secure with OEM nuts
- Add supplied bolt thru WF Bracket lower strut

STEP 3: Feed Hoses through WF Bracket, around the back of engine

STEP 4: Rotate Provent within plastic bracket in to position
- Attach Drain Hose and feed down thru engine bay
- Trim drain hose to the required length
- Clamp / CLOSE TAP !

STEP 5: Secure Provent to WF Bracket
- Connect Top Hose to Provent Top Inlet - Clamp
- Connect Lower Hose to Provent Lower Outlet - Clamp
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Provent Dual Bracket Kit for Mitsubishi Pajero 3.2L 4M4l DI-D Turbo Diesel CRD 20I10-on
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KIT No: 0OS-PROV-38

6: Remove the Factory Fitted ‘Breather Pipe’ from the Crank Case and Air Intake.
7: Attach the Lower Hose from the Provent Lower Outlet to the engine’s Air Intake.
8: Attach the Top Hose from the Provent Top Inlet to the Crank Case Outlet.

9: Clamp securely with Kit Hose Clamps and use the supplied Cable-ties - to prevent hoses from rubbing.

FUEL MANAGER [FM] MOUNTING: Follow Ist 3 Steps on pagel

FM-4:
FM-5:
FM-6:
FM-7:
FM-8:

Using the Kit's Thread Sealant, screw in the Fittings.

Remove the Fuel Line Hose from the Metal Fuel Line. Fit the Brass Joiner - Clamp.

Connect the Fuel Line Hose to FM Hose from the FM Unit’s Inlet.

Use the Kit's 10mm hose between the FM Outlet and the Metal Fuel Line - secure with clamps.
Prime the Fuel Manager unit using the Factory Priming Pump - until fuel is visible in the bowl.

To View the Install Slide Presentation: SCAN QR-CODE on page 1

PROV-38: Installation Video > | PROV-38: Video Slide Show >
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