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Provent Oil Catch Can Kit for Ssangyong Rexton Musso 2022-on 2.2L E-XDI Turbo Diesel 148kW

KIT No: OS-PROV-48

MANN Provent 200 IV Catch Can Kit Install Guide

STEP 3: STEP 4: STEP 5:

STEP 2:

 ** Use QR-Code above to watch Video ** 

STEP 1:  Ensure Engine is OFF and cool enough to work on.  

STEP 2: Identify Install Area - passenger’s side of engine bay. 
	 -	Fixing	Points	-	re-use	the	factory	OEM	fittings. 

STEP 3: Feed Drain Hose down thru eng.Bay in to Wheel Arch. 

STEP 4: Position Provent Ports & Add Drain Hose 
 - Position Provent Ports - Attach Drain Hose to Provent base
 - Secure with clamp. Ensuring Drain Tap is CLOSED.

STEP 5: Fit	the	Provent	Bracket	over	the	OEM	bolts	&	return	all	fittings.
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STEP 6-7: Remove the OEM Breather Hose from between Air Intake & Crank case. 

STEP 8: Connect	Top	Hose	to	Crank	Case	&	clamp.	Cable	Tie	to	fix	inplace. 

STEP 9: Connect	the	Lower	Hose	to	Air	Intake	&	clamp.	Cable	Tie	to	fix	inplace. 

STEP 10: Return the engine Cover. Job done !  

               To View the Install Slide Presentation: SCAN QR-CODE on Pg1.
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